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3. AODA, OBC, QFADS compliant. 

4. Heavy commercial use. 

5. Performance Testing Standards:  

¶ Static load: ASTM F2285-04 and EN 12221-1. 

¶ Fire and Smoke Testing/Standards. 

¶ Class 1 

6. Sustainability Standards: 

¶ Green Seal or Eco Logo Certified dispensers 

¶ LEED accredited. 

7. Indoor Air Quality, Low emitting materials:  

¶ Must not contain Red List Chemicals, i.e. Added Urea or Phenol Formaldehyde, 

Heavy Metals, Ortho Phthalates, Fluorinated Chemicals (PFAS), Halogenated Flame 

Retardants, PVC’s. 

¶ ASTM E 2471-05 No added anti-microbial; EPA registered pesticides.  

8. Minimum 5-year commercial warranty, Mirror silver 15 year. 

 

Fastener / Associated Components: 

1. Blocking or anchors appropriate to substrate. Coordinate blocking locations with the 

products supplied by General Contractor trades included in project as well as those to be 

installed by Queen’s University after occupancy. 

2. Use blocking and fasteners / anchors recommended in manufacturers written 

instructions. 

 

Washroom Accessories: 

1. Soap Dispenser:  

¶ Supplied by Queen’s University Operations. 

¶ Do not install on mirror.  

¶ Install above sink / counter or counter. 

2. Hand Sanitizer:  

¶ Supplied by Queen’s University Operations. 

3. Paper Towel Dispenser:  

¶ Supplied by Queen’s University Operations. 

4. Sanitary Product Dispenser:  

¶ 304 stainless steel, profile depth less than 100mm. 

5. Hand Dryer:  

¶ Dyson, ASI or other approved prior to bidding question deadline. 

¶ Back panel to protect painted surfaces. Stainless Steel. 

¶ HEPA filter 

¶ < 80db. Max. 

¶ 12 second dry times. 

¶ 304 stainless steel. 

6. Toilet Paper Dispenser:  

¶ Supplied by Queen’s University Operations. 

7. Sanitary Disposal:  
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¶ 10-20 gauge+/-, 304 stainless steel, provide one package of bags per unit. 

8. Paper Waste Disposal:  

¶ 10-20 gauge+/-, 304 stainless steel, provide one package of bags per unit. 

¶ 

https://can01.safelinks.protection.outlook.com/?url=https%3A%2F%2Fwww.koalabear.com%2Fbaby-changing-stations%2Fbaby-changing-stations%2F&data=05%7C02%7Ckea8%40queensu.ca%7Cf2cbefdabb744680b0a108dc241d7910%7Cd61ecb3b38b142d582c4efb2838b925c%7C1%7C0%7C638424956194932102%7CUnknown%7CTWFpbGZsb3d8eyJWIjoiMC4wLjAwMDAiLCJQIjoiV2luMzIiLCJBTiI6Ik1haWwiLCJXVCI6Mn0%3D%7C0%7C%7C%7C&sdata=bHD0WsJg8E5ei6nUwJdRKdBlgtVLG1E2sLCSlTnPNhQ%3D&reserved=0
https://can01.safelinks.protection.outlook.com/?url=https%3A%2F%2Fwww.koalabear.com%2Fbaby-changing-stations%2Fbaby-changing-stations%2F&data=05%7C02%7Ckea8%40queensu.ca%7Cf2cbefdabb744680b0a108dc241d7910%7Cd61ecb3b38b142d582c4efb2838b925c%7C1%7C0%7C638424956194932102%7CUnknown%7CTWFpbGZsb3d8eyJWIjoiMC4wLjAwMDAiLCJQIjoiV2luMzIiLCJBTiI6Ik1haWwiLCJXVCI6Mn0%3D%7C0%7C%7C%7C&sdata=bHD0WsJg8E5ei6nUwJdRKdBlgtVLG1E2sLCSlTnPNhQ%3D&reserved=0
.1%09Fabricated%20as%20a%20self-supporting,%20structurally%20stable%20and%20vibration%20free%20system%20when%20subject%20to%20impact%20load%20occurring%20as%20a%20result%20of%20normal%20usage.
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Note: Manufacturers entire product line may not be appropriate or compliant. 

 

Installation: 

1. Become familiar with the building and any special or unusual conditions. 

2. Identify demolition materials, substrate type and any designated substances within; 

Prepare and dispose of any designated substances with licensed environmental 

contractor prior to commencing work.  

3. Site verify all, dimensions, components and conditions prior to submittals, shop drawings, 

and procurement. 

4. Work to be performed to manufacturers written instructions.  

5. Use manufacturers recommended fasteners, accessories, and associated components.  

6. Adhere to manufacturers product limitations. 

7. Proceeding with work over unsatisfactory conditions indicates acceptance by trade and 

will be considered when remediation or warranty work arises. 

American Standard 

ASI 

Bobrick 

Bradley 

Bunzl 

Dyson 

Frost 

Global Industrial 

GOJO Industries 

Grainger 

Hadrian 

Kohler 

Kreuger 

Moen 

Richelieu 

Tork 

Uline 

Watrous 


