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32 00 00 Exterior Improvements 

32 01 00 Operations and Maintenance of Exterior Improvements: 
1. Existing plant material to be retained, including plants that may be affected by 

construction activities both within and outside the actual project limits, shall meet the 

protection and maintenance requirements specified in this section. Such plant and root 

systems shall be protected from damage, compaction and contamination resulting from 

construction. 

2. All deciduous trees within the work zone shall be protected with wood plank tree 

protection. Maintain tree protection during construction period. Remove only when risk of 

damage has passed and upon approval by the University’s representative. 

3. Tree protection shall be 28 x 89 mm wood planks, minimum 1500 mm long, secured with 

two bands of metal strapping. Place wood planks around base of trunk at 150 mm 

maximum on center to provide full protection from impact and abrasion. Do not puncture 

or damage bark with wood planks or fasteners. Arrange wood planks around branches 

and other irregularities to provide protection without damaging tree. 

4. Prevent damage to trees and shrubs in lawn areas or planting beds that are to remain by 

erecting a snow fence barrier to provide a continuous barricade between designated plant 
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shall be 100 x 100 mm grid size, textured, natural (light grey) colour, laid in stack bond 

pattern, flush with adjacent paving. 

3. Standard sidewalk shall be poured-in-place concrete, natural (light grey) colour, 2.8 m 

wide. Standard unit paver border at the back of the curb shall be determined on a project-

by-project basis, depending on local conditions.  

4. Major walkways shall be 4.5 m to 6 m wide. Standard walkways shall be 2.8 m wide. Major 

and standard walkways shall be poured-in-place concrete, natural (light grey) colour, with 

unit paver border along both edges. The width of the border shall be approximately 750 

mm (5 courses) wide for walkways 3 m or wider, and approximately 450 mm (3 courses) 
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32 91 00 Planting Preparation 

32 91 19 Landscape Grading: 

1. Subgrade preparation is required under all areas designated to receive landscaping as 

shown on drawings. 

2. Subgrade should be free of rocks, weeds, roots, and other debris. Foreign material shall 

not be buried beneath areas to be landscaped. 

3. Completed subgrade should be even and have positive drainage. Subgrade should be 

scarified to a minimum 100 mm (4 in.) depth.  Subgrade shall be approved by project 

manager before topsoil placement begins. 

4. Topsoil mixture shall be 3 parts Grade 1 topsoil, 1-part sterilized mushroom compost, 1-

part peat moss. Mixture should avoid being excessively wet and should be free of weeds, 

roots, rocks, and other debris. 

5. Place topsoil in dry weather, on dry unfrozen grade to obtain minimum depth after 
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32 93 00 Plants: 
1. Tree platers for a single specimen in paved areas shall have a minimum inside dimension 

of 3.05 m (10 ft.). The minimum clearance from adjacent paving and structures (e.g., steps, 

curbs, walls, fences, and buildings) shall be 3.05 m (10 ft.) or 50% of the average mature 

spread for trees, and 900 mm (3 ft.) or 50% of the average mature spread for shrubs, 

whichever is the greater measurement. Departure from these minimum clearance 

requirements must have the approval of the University before installation begins. 

2. Planting mixture should be 3 parts topsoil, 1-part sterilized mushroom compost, 1-part 

peat moss, free of weeds, roots, stones, and similar material. It should be placed in layers 

of not more than 150 mm at a time. 

3. Installation requirements for subgrade, plant pit, planting soil mixture, root ball, mulch, 

finish grade around tree, staking, trunk wrap, and pruning shall be as shown in Appendix 

A, Figure 2.906.3-A. 

4. Installation requirements for subgrade, base of plant pit, planting soil mixture, root ball, 

mulch, and pruning shall be as shown in Appendix A, Figure 2.906.4-A. 

5. Planting should be inspected by the project manager at all stages of installation. 

32 94 00 Planting Accessories 

32 94 13 Landscape Edging: 

1. Where the perimeter of unit pavers abuts planting areas or where no curb edge is 

present, paver-edging products are required. 

2. Aluminum edging system is preferred, and should have locking joining system with no 

obstructions, be durable, flexible, and non-rusting. 
 

32 94 33 Precast Free-Standing Planters: 

1. In general, cast-in-place planters are preferred to portable planters as the former provides 

better growing conditions. Corners should be rounded or chamfered; finish should be 

lightly textured natural (light grey). 

2. Portable planters shall be precast concrete, Cylindrical Grade Adjusting Planter Type JJR by 


